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Contractors in Lead 
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FURRING BAR 
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SUSPENDED CEILINGS 
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•i RUNNER CHANNEL INSTALLED 
BY OTHERS 
? --- - - 




-I* CROSS FURRING CHANNEL 
INSTALLED BY OTHERS 

— GALV. STEEL HANGER 

-CLIP B HANGER BOLTED 
TOGETHER 

— GALV. STEEL CLIP 
-i" NELCO LEAD LINED ROCK 
LATH-LEAD TOPSIDE UP 
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Suspended ceiling of NELCO lead lined furring 
channels installed with metal clips and hangers 
adjoining lead insulated walls. 


ROCK LATH METAL STUDS 
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1X2“ HORIZ. WOOO NAILING STRIPS 
I 6“ O C. WIRED TO STUDS 
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NELCO LEAD LINED LATH 


9 


NELCO LO. HD. NAILS 

HORIZ. SECT . 
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MET. LATH a PLASTER 
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‘-NELCO LEAD LINED LATH 

HORIZ. SECT . 


Two practical methods of installing NELCO lath 
on metal studs, vertical 2" x A" bolted to metal 
stud or 1” x 2" nailing strip wired horizontally. 
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NELCO lead lined wall furring bar where wood 
nailing strips or studs are not allowed in the con¬ 
struction. 


FLOOR LAPS 
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THIS METHOD FOR LEAO ^TH* AND UP 

Three common methods used for installing sheet 
lead on floors. Lap seam with strip in a chase, 
recessed in slab and a butt and burnt joint. 


HEAVY LEAD ON STUDS 
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-STEEL FASTENING STUDS 
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(ALTERNATE METHOD) 
DEVELOPED BY NELCO 


Suggested methods when lead is V 2 " thick and 
up to allow a minimum partition width. 
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typical installations 

Baird Memorial Hospital 

Lovelace Foundation 

Albuquerque, New Mexico 

Architect: Ferguson, Stevens & Associates 

Cascade Sanatorium 
Redding, California 
Architect: E. Geoffrey Bangs 

Air Force Indoctrination Center 
Processing Bldg. No. 2 
Camp Parks, Pleasanton, Calif. 

Architect: Frederick W. Whittlesey 

Northwest Texas Hospital 
Amarillo, Texas 
Architect: Guy Coriander 

Massachusetts General Hospital 
Boston, Mass. 

Architects: Coolidge, Shepley, Bulfinch 
& Abbott 

O’Connor Hospital 
San Jose, California 
Architect: Maguolo, Quick 
& Franklin T. Georgenson 

Peninsula Hospital 

Mills Estate, El Carmino Real, 

South of Millbrae 
San Mateo County 
Architect: Stone & Mulloy 

St. Vincents Hospital 
Santa Fe, New Mexico 
Architect: Meem, Zehoer, Hollen 

New England Deaconess Hospital 
Cancer Research-Palmer Memorial 
Boston, Mass. 

Architects: Coolidge, Shepley, Bulfinch 
& Abbott 

Radiological Laboratory 
San Francisco, California 
Architect: Blanchard & Maher 

Bernalillo County Indian Hospital 

Albuquerque, New Mexico 

Architect: Ferguson, Stevens & Associates 

Roger Williams General Hospital 
Providence, R. I. 

Architects: Howe, Prout & Ekman 

Eden Township Hospital 
Castro Valley, California 
Architect: Stone & Mulloy 

Emanuel Hospital 
Portland, Oregon 

Architect: Church, Newberry & Roehr 

West Contra Costa Hospital 
San Pablo, California 
Architect: Stone & Mulloy 

University of California 
Teaching Hospital 
San Francisco, California 
Architect: Milton T. Pflueger 

Day Kimball Hospital 
Putnam, Connecticut 
Architects: Ebbets, Frid & Prentice, 
Hartford, Conn. 

California Medical Facilities 

Vacaville, California 

Architect: Division of Architecture, 

Dept, of Public Works 

factories and offices 

New England Lead Burning Co., Inc. 
98 Balwin Ave., Woburn, Mass. 

New England Lead Burning Co., Inc. 
535 W. Putnam Drive, Whittier, Calif. 
New England Lead Burning Corp., 
4975 Fyler Ave., St. Louis, Mo. 
“Nelco” of Texas, 

4600 Homestead Rd. Houston, Texas 
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NEW ENGLAND LEAD BURNING CO., INC. 

1840 WILLIAMS ST., SAN LEANDRO, CALIFORNIA 


Printed in U.S.A. 
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